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MD-CC200-000
INTEGRATED RS-232 TO RS-485 

COM MU NI CA TIONS CONVERTER CABLE

MD -CC200 -000  RS - 232  TO  RS - 485  Con v e r t e r
The MD-CC200-000 is an in-line RS-232 to RS-485 converter
with integrated cable. This product is used to communicate to a
single MDrive Motion Control Device. The 6 foot cable will allow 
you to connect the serial port of your PC* directly to the MDrive 
Motion Control.

* If your PC is already equipped with RS-485, the MD-CC200-000 cable is not required.

E l e c t r i c a l  S p e c i f i c a t i o n s

P1 RS-232 End
Female DB-9

Pin 5 - GND
Pin 3 - RXD
Pin 2 - TXD

P2 RS-485 End
10 Pin Pin-Header

P3 - Optional +5 VDC
Regulated Supply

2.5 mm Power Jack

+ 5 V
Regulated

Supply

NOTE: TXD and RXD on Male Serial 
COMM Port on PC are reversed.

GND

1.680
(42.67)

Cable Length 6 Feet

4.147
(105.33)

Cab l e  D e t a i l
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Most PC serial ports are able to provide 
suffi cient power to the MD-CC200-000 
when a standard adapter is used. If an 
external supply is used, it must be a 
regulated +5VDC, 50 mA supply.
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Ty p i c a l  MD -CC200 -000  I n t e r f a c e

MD-CC200-000 Specifi cations
BAUD Rate Up to 115 kbps
Connectors:
RS-232 Side DB-9F
RS-485 Side 10 Pin 2mm IDC

Ribbon Cable Length 6 feet (1.8 meters)

Power Requirement +5VDC, 50 mA (Optional) 
Must be Regulated

WARNING! DO NOT connect or disconnect the MD-CC200-000 
Communications Converter Cable while power is applied.


